Neomounts

Neomounts AV80-500BL Soporte de suelo para barra de
videoconferencia 43-110" - VESA - mdax 10 kg - universal

Marca : Neomounts Cddigo del producto: AV80-500BL

Nombre del producto : Neomounts AV80-500BL Soporte
de suelo para barra de videoconferencia 43-110" - VESA -
max 10 kg - universal

Neomounts AV80-500BL Soporte de suelo para barra de videoconferencia - max 10 kg - universal - negro
Neomounts AV80-500BL Soporte de suelo para barra de videoconferencia 43-110" - VESA - max 10 kg -
universal. Tipo de producto: Soporte para sistema de videoconferencia todo en uno, Tipo de montaje:
Piso, Interfaz de panel de montaje: 200 x 200,200 x 300,200 x 400,300 x 900,300 x 100,300 x 200,300 x
300,350 x 350,400 x 200,400 x.... Ancho: 900 mm, Profundidad: 362 mm, Altura: 1264 mm. Ancho del

paquete: 376 mm, Profundidad del paquete: 727 mm, Altura del paquete: 94 mm. Peso neto de caja:
18,6 kg, Cantidad de europalé: 40 pieza(s), Ancho de la caja principal: 205 mm

Caracteristicas

Peso y dimensiones

Tipo de producto * Spporte para 5|§tema de Ancho 900 mm
videoconferencia todo en uno Profundidad 362 mm
Tipo de montaje Piso Altura 1264 mm
200 x 200,200 x 300,200 x 400,300
% 900,300 x 100,300 x 200,300 x Empaquetado
300,350 x 350,400 x 200,400 x Ancho del paquete 376 mm
300,400 x 400,400 x 600,440 x )
Interfaz de panel de montaje 400,460 x 640,500 x 500,500 x Profundidad del paquete 727 mm
400,600 x 300,600 x 200,600 x Altura del paquete 94 mm
400,600 x 500,600 x 600,680 x Peso del paquete 11 kg
300,700 x 400,800 x 200,800 x
400,800 x 450,800 x 500,800 x 600 Datos logisticos
Tamafio minimo de pantalla 109,2 cm (43") Peso neto de caja 18,6 kg
Tamafio maximo de pantalla 2,79 m (110") Cantidad de europalé 40 pieza(s)
Capacidad méaxima de peso 10kg Ancho de la caja principal 205 mm
Rango de ajustes de altura 0-55mm Longitud de la caja 747 mm
Rango de ajuste de profundidad 730 - 1230 mm Alto de la caja principal 396 mm
Gesti6n de cables v Peso del envase completo 22,7 kg
Color del producto Negro Cantidad por caja 2 pieza(s)
Material de | A bdi i
Ca erlat‘b.tidadcarcalsat o cero g?r?qlg;iigcsicl’)srfe(?:)de 7326909890
ompatibilidad con interfaz de 200 x 200 mm
montaje (min)
Compgtibilidad con interfaz de 800 x 600 mm
montaje (max)
Detalles técnicos
Periodo de garantia 5 afio(s)
Pais de origen China
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Disclaimer. The information published here (the "Information") is based on sources that can be considered reliable, typically the manufacturer, but
this Information is provided "AS IS" and without guarantee of correctness or completeness. The Information is only indicative and can be changed at
any time without notification. No rights can be based on the Information. Suppliers or aggregators of this Information do not accept any liability with
regard to the content of (web)pages and other documents, including its Information. The publisher of the Information can not be held liable for the
content of 3rd party websites that are linking this Information or are linked to from this Information. You as the User of the Information are solely
responsible for the choice and usage of this Information. You are not entitled to transfer, copy or otherwise multiply or distribute the Information. You
are obliged to follow the directions of the copyright owner(s) with regard to the use of the Information. Exclusively Dutch law is applicable. With
regard to price and stock data on the site, the publisher followed a number of starting points, which are not necessarily relevant for your private or
business circumstances. Therefore, the price and stock data are only indicative and are subject to changes. You are personally responsible for the
way you use and apply this information. As a user of the Information or sites or documents in which this Information is included, you will adhere to
standard fair use including avoidance of spamming, ripping, intellectual-property violations, privacy violations, and any other illegal activity.
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